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Sully County, South Dakota
Nontechnical Soil Descriptions

AaA - Agar Silt Loam, 0 To 2 Percent Slopes

AaA AGAR SILT LOAM, 0 TO 2 PERCENT SLOPES - The Agar series consists of deep, well drained
soils formed in loess on uplands. Permeability is moderate. This soil has high available
water capacity and moderate organic matter content. Flooding is NONE.

AaB - Agar Silt Loam, 2 To 5 Percent Slopes

AaB AGAR SILT LOAM, 2 TO 5 PERCENT SLOPES - The Agar series consists of deep, well drained
soils formed in loess on uplands. Permeability is moderate. This soil has high available
water capacity and moderate organic matter content. Flooding is NONE.

AaC - Agar Silt Loam, 5 To 9 Percent Slopes

AaC AGAR SILT LOAM, 5 TO 9 PERCENT SLOPES - The Agar series consists of deep, well drained
soils formed in loess on uplands. Permeability is moderate. This soil has high available
water capacity and moderate organic matter content. Flooding is NONE.

AdA - Agar-Degrey Silt Loams, 0 To 2 Percent Slopes

AdA AGAR-DEGREY SILT LOAMS, 0 TO 2 PERCENT SLOPES - The Agar series consists of deep, well
drained soils formed in loess on uplands. Permeability is moderate. This soil has high

available water capacity and moderate organic matter content. Flooding is NONE.

AdA AGAR-DEGREY SILT LOAMS, 0 TO 2 PERCENT SLOPES - The DeGrey series consists of very
deep, moderately well drained upland soils formed in a silty mantle over loamy glacial

till. This soil has high available water capacity and moderate organic matter content.

Flooding is NONE.

AeA - Agar—Eakin Silt Loams, 0 To 2 Percent Slopes

AeA AGAR-EAKIN SILT LOAMS, 0 TO 2 PERCENT SLOPES - The Agar series consists of deep, well
drained soils formed in loess on uplands. Permeability is moderate. This soil has high

available water capacity and moderate organic matter content. Flooding is NONE.

AeA AGAR-EAKIN SILT LOAMS, 0 TO 2 PERCENT SLOPES - The Eakin series consists of very deep,
well drained soils formed in a silty mantle overlying glacial till. These upland soils

have moderately slow permeability. This soil has high available water capacity and

moderate organic matter content. Flooding is NONE.

AeB - Agar—Eakin Silt Loams, 2 To 5 Percent Slopes

AeB AGAR-EAKIN SILT LOAMS, 2 TO 5 PERCENT SLOPES - The Agar series consists of deep, well
drained soils formed in loess on uplands. Permeability is moderate. This soil has high

available water capacity and moderate organic matter content. Flooding is NONE.

AeB AGAR-EAKIN SILT LOAMS, 2 TO 5 PERCENT SLOPES - The Eakin series consists of very deep,
well drained soils formed in a silty mantle overlying glacial till. These upland soils

have moderately slow permeability. This soil has high available water capacity and

moderate organic matter content. Flooding is NONE.

AeC - Agar-Eakin Silt Loams, 5 To 9 Percent Slopes

AeC AGAR-EAKIN SILT LOAMS, 5 TO 9 PERCENT SLOPES - The Agar series consists of deep, well
drained soils formed in loess on uplands. Permeability is moderate. This soil has high

available water capacity and moderate organic matter content. Flooding is NONE.

AeC AGAR-EAKIN SILT LOAMS, 5 TO 9 PERCENT SLOPES - The Eakin series consists of very deep,
well drained soils formed in a silty mantle overlying glacial till. These upland soils

have moderately slow permeability. This soil has high available water capacity and

moderate organic matter content. Flooding is NONE.

AgA - Agar-Onita Silt Loams, 0 To 1 Percent Slopes

AgA AGAR-ONITA SILT LOAMS, 0 TO 1 PERCENT SLOPES - The Agar series consists of deep, well
drained soils formed in loess on uplands. Permeability is moderate. This soil has high

available water capacity and moderate organic matter content. Flooding is NONE.

AgA AGAR-ONITA SILT LOAMS, 0 TO 1 PERCENT SLOPES - The Onita series consists of very deep,
well and moderately well drained soils formed in local alluvium mainly on footslor)es.
These soils have moderately slow and slow permeability. This soil has high available water
capacity and high organic matter content. Flooding is NONE.

AKA - Agar-Walke Silt Loams, 0 To 2 Percent Slopes

AKA AGAR-WALKE SILT LOAMS, 0 TO 2 PERCENT SLOPES - The Agar series consists of deep, well
drained soils formed in loess on uplands. Permeability is moderate. This soil has high

available water capacity and moderate organic matter content. Flooding is NONE.

AKA AGAR-WALKE SILT LOAMS, 0 TO 2 PERCENT SLOPES - The Walke series consists of deep,
moderately well drained and well drained soils formed in silty material overlying clay

loam glacial till on uplands. These soils have moderately slow or slow permeability. This

ﬁ%[\?és high available water capacity and moderate organic matter content. Flooding is
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Al A - Akaska Silt Loam 0 To 2 Percent Sl opes

Al A AKASKA SILT LOAM 0 TO 2 PERCENT SLOPES - The Akaska series consists of noderately

deep to sand and gravel, well drained soils on terraces and outwash plains. Perneabi |It?/
is moderate in the solumand rapid in the underlying sand and gravel. They forned in silty
sedi nents over sand and gravel. This soil has noderate avail able water capacity and
noderate organic matter content. Flooding is NONE

AlB - Akaska Silt Loam 2 To 5 Percent Sl opes

Al B AKASKA SILT LOAM 2 TO 5 PERCENT SLOPES - The Akaska series consists of noderately

deep to sand and gravel, well drained soils on terraces and outwash plains. Perneabi |It?/
is moderate in the solumand rapid in the underlying sand and gravel. They forned in silty
sedi nents over sand and gravel. This soil has noderate avail able water capacity and
nmoderate organic matter content. Flooding is NONE

BeE - Betts Loam 6 To 25 Percent Sl opes

BeE BETTS LOAM 6 TO 25 PERCENT SLOPES - The Betts series consists of very deep, well
drained soils forned in glacial till. Perneability is noderate in the upper part and
nmoderately slow in the underlying glacial till. This soil has high avail able water
capacity and noderate organic matter content. Flooding is NONE

Cd - Wendt e-Herdcanp Conplex, 0 To 2 Percent Sl opes

Cd VEENDTE-HERDCAMP COWPLEX, 0 TO 2 PERCENT SLOPES - The Wendte series consists of deep,
nmoderately well drained, slowy perneable soils forned in cal careous clayey alluvium This
soi |l has noderate avail abl e water capacity and noderate organic matter content. Flooding

i s OCCAS.

Cd VEENDTE-HERDCAMP COWPLEX, 0 TO 2 PERCENT SLOPES - The Herdcanp series consists of very
deep, very Eoorly drai ned, slowy perneable soils on toe slopes. They forned in clayey

al luvium This soil has noderate avail able water capacity and noderate organic matter
content. Flooding is FREQ

DoF - Dupree-Opal Cays, 6 To 34 Percent Sl opes

DoF DUPREE-OPAL CLAYS, 6 TO 34 PERCENT SLOPES - The Dupree series consists of shallow,

wel | drained soils formed in cl ayey residuum weat hered from shale. Perneability is very
slow. This soil has very |l ow avall able water capacity and noderate organic matter content.
Fl oodi ng i s NONE.

DoF DUPREE-OPAL CLAYS, 6 TO 34 PERCENT SLOPES - The Opal series consists of noderately
deep, well drained soils formed in cl ayey sedi ments weat hered fromclay shal e on upl ands.
Perneability is very slow. This soil has |ow avail able water capacity and noderate organic
matter content. Flooding is NONE

Ds - Dupree-Rock Qutcrop Conpl ex

Ds DUPREE—R(EK QUTCROP COWPLEX - The Dupree series consists of shallow, well drained soils
formed in cla resi duum weat hered from shale. Perneability is very siow. This soil has
very | ow avai a |l e water capacity and noderate organic matter content. Flooding is NONE.
Ds DUPREE-ROCK OUTCROP COWPLEX - Rock outcrop consists of soft shale that can be ripped or
dug. This soil has noderate available water capacity and | ow organic natter content.

Fl oodi ng i s NONE.

Du - Durrstein And Egas Soil s

Du DURRSTEI N AND EGAS SO LS - The Durrstein series consists of very deep, poorly drained
soils forned in cl a%e?/ alluviumon flood plains and broad flats. These soils have very
slow or slow perneability. This soil has npderate avail able water capacity and noderate
organic matter content. Flooding is OCCAS.

Du DURRSTEI N AND EGAS SO LS - The Egas series consists of very deep, poorly or very poorly
drained slowy perneable soils formed in alluvium They are on flood plains and have

sl opes of less than 2 percent. This soil has noderate avail able water capacity and
noderate organic matter content. Flooding is OCCAS.

Eg - Egas Silty d ay

Eg EGAS SILTY CLAY - The Egas series consists of very deep, poorly or very poorly drained
slowy perneable soils formed in alluvium They are on flood plains and have sl opes of
less than 2 percent. This soil has nbderate avail able water capacity and noderate organic
matter content. Flooding is OCCAS.

Ep - Elpam Silt Loam
Ep ELPAM SILT LOAM - The El pam series consists of deep, poorly drained soils forned in
silty glaciofluvial sediments. They are in shallow depressions. Perneability is noderate

in the upper part of the profile and noderately slow in the lower part. This soil has high
avai |l abl e water capacity and noderate organic matter content. Flooding is FREQ
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GeE - Gettys Clay Loam 6 To 25 Percent Sl opes

GeE CETTYS CLAY LOAM 6 TO 25 PERCENT SLOPES - The CGettys series consists of deep or very
deep, well drained soils fornmed in glacial till on uplands. The soils have noderately slow
permeability. This soil has noderate avail able water capacity and noderate organic matter
content. Flooding is NONE

G A - denham Loam 0 To 3 Percent Sl opes
G A GLENHAM LOAM 0 TO 3 PERCENT SLOPES - The d enham seri

e
drained soils forned in glacial till on uplands. Perneabili
soi|l has high avail abl e water capacity and noderate organic
NONE.

s consists of very deep, well
ty is maderately slow. This
matter content. Flooding is

G B - denham Loam 3 To 6 Percent Sl opes

G B GLENHAM LOAM 3 TO 6 PERCENT SLOPES - The d enham serie
drained soils forned in glacial till on uplands. Perneabili
soi|l has high avail abl e water capacity and noderate organic
NONE.

s consists of very deep, well
ty is maderately slow. This
matter content. Flooding is

G C - denham Loam 6 To 9 Percent Sl opes

G C GLENHAM LOAM 6 TO 9 PERCENT SLOPES - The d enham serie
drained soils forned in glacial till on uplands. Perneabili
soil has high avail abl e water capacity and noderate organic
NONE.

s consists of very deep, well
ty is maderately slow. This
matter content. Flooding is

G - Gravel Pits

G GRAVEL PITS - Othents, gravelly consists of areas where gravel has been excavated and
renoved. Sone areas have been snoothed and 8 to 14 inches of |oany overburden has been
repl aced. This soil has |ow avail abl e water capacity and organic nmatter content. Flooding
i s NONE.

HcA - Highnore Silt Loam O To 2 Percent Sl opes

HcA H GHMORE SILT LOAM 0 TO 2 PERCENT SLOPES - The Highnore series consists of very deep,
wel | drained soils formed in silty glacial drift on uplands. They have noderate
permeability. This soil has high avail able water capacity and nbpderate organic matter
content. Flooding is NONE.

HJA - Hi ghnore-Degrey Silt Loams, 0 To 2 Percent Sl opes

HJA H GHMORE-DECGREY SILT LOAMS, 0 TO 2 PERCENT SLOPES - The Hi ghnore series consists of
very deeP, wel | drained soils formed in silty glacial drift on uplands. They have noderate
permeability. This soil has high avail able water capacity and noderate organic matter
content. Flooding is NONE.

HdA H GHMORE-DEGREY SILT LOAMS, 0 TO 2 PERCENT SLOPES - The DeG e?/ series consists of very
deep, noderately well drained upland soils formed in a silty nantle over |oany gl acial
till. This soil has high avail able water capacity and noderate organic natter content.

Fl oodi ng i s NONE

HeA - Hi ghnore-Eakin Silt Loans, 0 To 2 Percent Sl opes

HeA H GHMORE-EAKI N SILT LOAMS, 0 TO 2 PERCENT SLOPES - The Hi ghnore series consists of
very deeP wel | drained soils formed in silty glacial drift on uplands. They have noderate
permeability. This soil has high avail able water capacity and noderate organic matter
content. Flooding is NONE.

HeA H GHMORE-EAKIN SILT LOAMS, 0 TO 2 PERCENT SLOPES - The Eakin series consists of very
deeP wel | drained soils formed in a silty mantle overlw ng glacial till. These upland

soil s have noderately slow perneability. This soil has high available water capacity and
noderate organic matter content. Flooding is NONE

HeB - Hi ghnore-Eakin Silt Loans, 2 To 5 Percent Sl opes

HeB H GHMORE-EAKI N SILT LOAMS, 2 TO 5 PERCENT SLOPES - The Hi ghnore series consists of
very deeP wel | drained soils formed in silty glacial drift on uplands. They have noderate
pernmeability. This soil has high avail able water capacity and noderate organic matter
content. Flooding is NONE.

HeB H GHMORE-EAKI N SILT LOAMS, 2 TO 5 PERCENT SLOPES - The Eakin series consists of very
deeP wel | drained soils formed in a silty mantle OVEI’|¥|I ng glacial till. These upland

soil s have noderately slow perneability. This soil has high available water capacity and
noderate organic matter content. Flooding is NONE
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HM - Hi ghnore-Wal ke Silt Loans, 0 To 2 Percent Sl opes

HM H GHMORE-WALKE SILT LOAMS, 0 TO 2 PERCENT SLOPES - The Hi ghnore series consists of
very deeP, wel | drained soils formed in silty glacial drift on uplands. They have noderate
permeability. This soil has high avail able water capacity and nbderate organic matter
content. Flooding is NONE

HM H GHMORE-WALKE SILT LOAMS, 0 TO 2 PERCENT SLOPES - The Wl ke series consists of deep,
noderately well drained and well drained soils formed in silty material overl %i ng cl ay
loamglacial till on uplands. These soils have noderately slow or slow perneability. This
soil has high avail able water capacity and noderate organic matter content. Flooding is
NONE.

Ho - Hoven Silt Loam

Ho HOVEN SILT LOAM - The Hoven series consists of very deep, poorly drained soils forned
in clayey alluviumin closed basins on uplands. Perneability Is very slow This soil has
noder at e avail abl e water capacity and noderate organic nmatter content. Flooding is NONE.
Pondi ng duration is LONG

HUA - Hurley Silt Loam O To 5 Percent Sl opes

HuA HURLEY SILT LOAM 0 TO 5 PERCENT SLOPES - The Hurley series consists of maderatel%
deep, noderately well and well drained soils formed in residuum weat hered from clay shal es
on upl ands. Permeability is very slow This soil has very | ow avail able water capacity and
| ow organic matter content. Flooding is NONE.

JbD - Java-Betts Loans, 6 To 15 Percent Sl opes

JbD JAVA-BETTS LOAMS, 6 TO 15 PERCENT SLOPES - The Java series consists of ver% deeP wel |
drained soils formed in glacial till on uplands. Perneability is noderate in the um and
nmoderately slow in the underlying materia This soil has high avail able water capacity
and noderate organic matter content. Fl oodi ng i s NONE.

JbD JAVA-BETTS LOAMS, 6 TO 15 PERCENT SLOPES - The Betts series consists of very deep,
wel | drained soils formed in glacial till. Perneability is noderate in the upper part and
nmoderately slow in the underlying glacial till. This soil has high avail able water
capacity and noderate organic matter content. Flooding is NONE

JcD - Java-Betts Stony Conplex, 3 To 12 Percent Sl opes

JcD JAVA-BETTS STONY COWMPLEX, 3 TO 12 PERCENT SLOPES - The Java series consists of very
deep, well drained soils formed in glacial till on uplands. Perneability is noderate in
the solum and noderately slow in the underlying material. This soil has high avail able
wat er capacity and noderate organic matter content. Fl oodi ng i s NONE.

JcD JAVA-BETTS STONY COWPLEX, 3 TO 12 PERCENT SLOPES - The Betts series consists of very
deep, well drained soils formed in glacial till. Perneability is noderate in the uBPer
part and noderately slow in the underlying glacial till. This soil has high availa

wat er capacity and noderate organic matter content. Fl oodi ng i s NONE

JgC - Java—-d enham Loans, 3 To 9 Percent Sl opes

JgC JAVA-GLENHAM LOAMS, 3 TO 9 PERCENT SLOPES - The Java series consists of very deep,
wel | drained soils formed in glacial till on uplands. Perneability is noderate in the

sol um and noderately slow in the underlying material. This soil has high avail able water
capacity and noderate organic matter content. Flooding is NONE

JgC JAVA-GLENHAM LOAMS, 3 TO 9 PERCENT SLOPES - The G enham series consists of very deep,
wel |l drained soils formed in glacial till on uplands. Perneability is noderately slow
This soil has high avail able water capacity and nobderate organic matter content. Fl oodi ng
i s NONE.

JKA - Jeraul d-Denky Loanms, O To 1 Percent Sl opes

JKkA JERAULD-DEMKY LOAMS, 0 TO 1 PERCENT SLOPES - The Jeraul d series consists of very deep,
noderately well or somewhat poorly drained soils fornmed in glacial till on uplands.
Perneability is slow or very slow This soil has noderate avail able water capacity and
noderate organic matter content. Flooding is NONE

JKA JERAULD-DEMKY LOAMS, 0 TO 1 PERCENT SLOPES - The Denky series consists of deep,
noderately well drained soil formed in glacial till on uplands. The soils have slow
permeability. This soil has high avail able water capacity and noderate organic matter
content. Flooding is NONE.

LoA - Lowy Silt Loam O To 2 Percent Sl opes
LoA LOMRY SILT LOAM 0 TO 2 PERCENT SLOPES - The Lowy series consists of deep, well
drained soils formed in cal careous silty eolian sedinents on uplands. Perneability is

noderate. This soil has high avail able water capacity and noderate organic natter content.
Fl oodi ng i s NONE.

SD-NRCS- JULY 2002



Section |1
Soil and Site Information PAGE 5 of 9

Sully County, South Dakota
Non Techni cal Soil Descripti ons——Conti nued

LoB - Lowy Silt Loam 2 To 5 Percent Sl opes

LoB LOMRY SILT LOAM 2 TO 5 PERCENT SLOPES - The Lowy series consists of deep, well
drained soils forned in cal careous silty eolian sedinments on uplands. Perneability is
noderate. This soil has high avail abl e water capacity and noderate organic natter content.
Fl oodi ng i s NONE.

LoC - Lowy Silt Loam 5 To 9 Percent Sl opes

LoC LOMRY SILT LOAM 5 TO 9 PERCENT SLOPES - The Lowy series consists of deep, well
drained soils forned in cal careous silty eolian sedinments on uplands. Perneability is
noderate. This soil has high avail abl e water capacity and noderate organic natter content.
Fl oodi ng i s NONE.

LoD - Lowy Silt Loam 9 To 12 Percent Sl opes

LoD LOARY SILT LOAM 9 TO 12 PERCENT SLOPES - The Lowy series consists of deeP, wel |
drained soils forned in cal careous silty eolian sedinments on uplands. Perneability is
noderate. This soil has high avail abl e water capacity and noderate organic natter content.
Fl oodi ng i s NONE.

Ma - Macken Silty Cay Loam

Ma MACKEN SILTY CLAY LOAM - The Macken series consists of very deep, poorly or very poorly
drained soils forned in local clayey alluviumin upland basins. Perneability is slow This
soil has noderate avail abl e water capacity and noderate organic matter content. Flooding
is NONE. Ponding duration is LONG

A - OGahe Loam 0 To 2 Percent Sl opes

A CAHE LOAM 0 TO 2 PERCENT SLOPES - The Oahe series consists of deep, well drained
soils formed in |loany alluviumon outwash sedi ments overlying sand and gravel on terraces
and foot slopes. Perneability is noderate in the solumand rapid in the underlying
gravelly material. This soil has noderate avail able water capacity and noderate organic
matter content. Fi oodi ng i s NONE.

CaB - OGahe Loam 2 To 6 Percent Sl opes

CaB CAHE LOAM 2 TO 6 PERCENT SLOPES - The Qahe series consists of deep, well drained
soils formed in |loany alluviumon outwash sedi ments overlying sand and gravel on terraces
and foot slopes. Perneability is noderate in the solumand rapid in the underlying
gravelly material. This soil has noderate avail able water capacity and noderate organic
matter content. Fi oodi ng i s NONE.

OhA - Cahe-Tal no Loans, 0 To 2 Percent Sl opes

OhA QAHE-TALMO LOAMS, 0 TO 2 PERCENT SLOPES - The Cahe series consists of deep, well
drained soils forned in |oany alluviumon outwash sedi nents overlying sand and gravel on
terraces and foot slopes. Perneability is noderate in the solumand rapid in the
underlying gravelly material. This soil has noderate avail able water capacity and noderate
organi ¢ matter content. Fl oodi ng i s NONE.

OhA QAHE-TALMO LOAMS, 0 TO 2 PERCENT SLOPES - The Tal np series consists of very deep,
excessivel y drained soils formed in sand and gravel outwash sedinents on gl acial outwash
pl ains and noraines. Perneability is rapid. This soil has |ow avail abl e water capacity and
noderate organic matter content. Flooding is NONE

OhB - Cahe-Tal no Loans, 2 To 6 Percent Sl opes

OhB QAHE-TALMO LOAMS, 2 TO 6 PERCENT SLOPES - The Cahe series consists of deep, well
drained soils forned in |oany alluviumon outwash sedi nents overlying sand and gravel on
terraces and foot slopes. Perneability is noderate in the solumand rapid in the
underlying gravelly material. This soil has noderate avail able water capacity and noderate
organi ¢ matter content. Fl oodi ng i s NONE.

OhB QAHE-TALMO LOAMS, 2 TO 6 PERCENT SLOPES - The Tal np series consists of very deep,
excessivel y drained soils formed in sand and gravel outwash sedi nents on gl acial outwash
pl ains and noraines. Perneability is rapid. This soil has |ow avail abl e water capacity and
noderate organic matter content. Flooding is NONE

KA - ko Clay Loam 0 To 3 Percent Sl opes

OKA OKO CLAY LOAM 0 TO 3 PERCENT SLOPES - The Cko series consists of very deep, well
drained soils formed in glacial till on uplands. Perneability is slow. This soil has
noder at e avail abl e water capacity and noderate organic natter content. Flooding is NONE.
B - ko Clay Loam 3 To 6 Percent Sl opes

kB OKO CLAY LOAM 3 TO 6 PERCENT SLOPES — The Oko series consists of very deep, well

drained soils forned in glacial till on uplands. Perneability is slow. This soil has
nmoder ate avail abl e water capacity and noderate organic matter content. Flooding is NONE
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XC - ko Clay Loam 6 To 9 Percent Sl opes

OkC OKO CLAY LOAM 6 TO 9 PERCENT SLOPES - The Oko series consists of very deep, well
drained soils forned in glacial till on uplands. Pernmeability is slow This soil has
noder at e avail abl e water capacity and noderate organic natter content. Flooding is NONE.

OE - o Stony Clay Loam 6 To 25 Percent Sl opes

O E OKO STONY CLAY LOAM 6 TO 25 PERCENT SLOPES - The Oko series consists of very deep,
wel | drained soils formed in glacial till on uplands. Permeability is slow This soil has
noder at e avail abl e water capacity and noderate organic nmatter content. Flooding is NONE

OnhA - Onita Silt Loam 0 To 2 Percent Sl opes

OnA ONI TA SILT LOAM 0O TO 2 PERCENT SLOPES - The Onita series consists of very deep, well
and noderately well drained soils formed in |ocal alluvium mai nIK on footslopes. These
soil s have noderately slow and sl ow perneability. This soil has high avail able water
capacity and high organic matter content. Flooding is NONE

OnB - Onita Silt Loam 2 To 5 Percent Sl opes

OnB ONI TA SILT LOAM 2 TO 5 PERCENT SLOPES - The Onita series consists of very deep, well
and noderately well drained soils formed in |local alluviumminly on footslopes. These
soils have noderately slow and sl ow perneability. This soil has high avail able water
capacity and high organic matter content. Flooding is NONE

OA - Onita-Degrey Silt Loanms, 0 To 2 Percent Sl opes

O A ONl TA-DEGREY SILT LOAMS, 0 TO 2 PERCENT SLOPES - The Onita series consists of very

deep, well and noderat eIK wel | drained soils formed in local alluviumminly on

f oot sl opes. These soils have noderately slow and sl ow perneability. This soil has high
avai l abl e water capacity and high organic nmatter content. Flooding is NONE.

O A ONl TA-DEGREY SILT LOAMS, 0 TO 2 PERCENT SLOPES - The DeGrey series consists of very
deep, noderately well drained upland soils formed in a silty nmantle over |oany gl acial

till. This soil has high avail able water capacity and noderate organic natter content.

Fl oodi ng i s NONE

GsA - Onita-Hoven Silt Loams, 0 To 1 Percent Sl opes

GsA ONI TA-HOVEN SI LT LOAMS, 0 TO 1 PERCENT SLOPES - The Onita series consists of very
deep, well and noder at eI% wel | drained soils formed in local alluviumminly on

f oot sl opes. These soils have noderately slow and sl ow perneability. This soil has high
avai l abl e water capacity and high organic nmatter content. Flooding is NONE.

GsA ONI TA-HOVEN SI LT LOAMS, 0 TO 1 PERCENT SLOPES - The Hoven series consists of very
deep, Boorl y drained soils formed in clayey alluviumin closed basins on upl ands.
Perneability is very slow. This soil has noderate avail abl e water capacity and noderate
organic matter content. Flooding is NONE. Ponding duration is LONG

OB - Opal day, 2 To 6 Percent Sl opes

OB OPAL CLAY, 2 TO 6 PERCENT SLOPES - The Opal series consists of noderately deep, well
drained soils formed in clayey sediments weathered fromclay shale on upl ands.
Perneability is very slow. This soil has |ow avail able water capacity and noderate organic
matter content. Flooding is NONE

OC - Opal day, 6 To 9 Percent Sl opes

O C OPAL CLAY, 6 TO 9 PERCENT SLOPES - The Opal series consists of noderately deep, well
drained soils formed in clayey sediments weathered fromclay shale on upl ands.
Perneability is very slow. This soil has |ow avail able water capacity and noderate organic
matter content. Flooding is NONE

QuD - Opal -Dupree Cdays, 6 To 21 Percent Sl opes

QuD OPAL-DUPREE CLAYS, 6 TO 21 PERCENT SLOPES - The Opal series consists of noderately
deep, well drained soils forned in clayey sediments weat hered fromclay shal e on upl ands.
Perneability is very slow. This soil has |ow avail able water capacity and noderate organic
matter content. Flooding is NONE

QuD OPAL-DUPREE CLAYS, 6 TO 21 PERCENT SLOPES - The Dupree series consists of shallow,

wel | drained soils formed in clayey residuum weathered fromshale. Perneability is very
slow. This soil has very | ow avall able water capacity and noderate organic matter content.
Fl oodi ng i s NONE.

PrA - Promise Silty Clay, O To 2 Percent Sl opes

PrA PROM SE SILTY CLAY, 0 TO 2 PERCENT SLOPES - The Promi se series consists of deep or

ver?/ deep, well drained soils forned in clayey sedi ments weat hered fromclay shales. These
S

soi are on uplands, fans and terraces. Perneability is slow or very slow. This soil has
noder at e avail abl e water capacity and noderate organic natter content. Flooding is NONE.
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PrB - Pronmise Silty Clay, 2 To 5 Percent Sl opes

PrB PROM SE SILTY CLAY, 2 TO 5 PERCENT SLOPES - The Prom se series consists of deep or
verr deep, well drained soils forned in clayey sedi mrents weathered fromclay shal es. These
soils are on uplands, fans and terraces. Pernmeability is slow or very slow. This soil has
noder at e avail abl e water capacity and noderate organic natter content. Flooding is NONE.

RcA - Raber-Cavo Loanms, 0 To 2 Percent Sl opes

RcA RABER-CAVO LOAMS, 0 TO 2 PERCENT SLOPES - The Raber series consists of very deep, well
drained soils forned in glacial till on uplands. The soils have noderately slow or slow
permeability. This soil has high avail able water capacity and noderate organic matter
content. Flooding is NONE.

RcA RABER-CAVO LOAMS, 0 TO 2 PERCENT SLOPES - The Cavo series consists of deep, noderately
wel |l drained soils formed in glacial till. Perneability is slow or very slow. This soil
has noderate avail able water capacity and nopderate organic matter content. Flooding is
NONE.

RcB - Raber-Cavo Loanms, 2 To 5 Percent Sl opes

RcB RABER-CAVO LOAMS, 2 TO 5 PERCENT SLOPES - The Raber series consists of very deep, well
drained soils forned in glacial till on uplands. The soils have noderately slow or slow
permeability. This soil has high avail able water capacity and nopderate organic matter
content. Flooding is NONE.

RcB RABER-CAVO LOAMS, 2 TO 5 PERCENT SLOPES - The Cavo series consists of deep, noderately
wel | drained soils formed in glacial till. Pernmeability is slow or very slow. This soil
has noderate avail able water capacity and noderate organic matter content. Flooding is
NONE.

RJA - Raber -Denky Loans, 0 To 2 Percent Sl opes

RJA RABER-DEMKY LOAMS, 0 TO 2 PERCENT SLOPES - The Raber series consists of very deep,

wel | drained soils formed in glacial till on uplands. The soils have noderately sl ow or

sl ow perneability. This soil has high avail able water capacity and noderate organic natter
content. Flooding is NONE

RdJA RABER-DEMKY LOAMS, 0 TO 2 PERCENT SLOPES - The Denky series consists of deep,
noderately well drained soil formed in glacial till on uplands. The soils have slow
permeability. This soil has high avail able water capacity and nbpderate organic matter
content. Flooding is NONE.

RdB - Raber -Denky Loans, 2 To 5 Percent Sl opes

RdB RABER-DEMKY LOAMS, 2 TO 5 PERCENT SLOPES - The Raber series consists of very deep,

wel | drained soils formed in glacial till on uplands. The soils have noderately sl ow or

sl ow perneability. This soil has high avail abl e water capacity and noderate organic natter
content. Flooding is NONE.

RdB RABER-DEMKY LOAMS, 2 TO 5 PERCENT SLOPES - The Denky series consists of deep,
noderately well drained soil formed in glacial till on uplands. The soils have slow
permeability. This soil has high avail able water capacity and nbderate organic matter
content. Flooding is NONE.

RgB - Raber And d enham Loams, 3 To 6 Percent Sl opes

RgB RABER AND GLENHAM LOAMS, 3 TO 6 PERCENT SLOPES - The Raber series consists of very
deep, well drained soils formed in glacial till on uplands. The soils have noderately slow
or slow perneability. This soil has high avail able water capacity and noderate organic
matter content. Flooding is NONE.

RgB RABER AND GLENHAM LOAMS, 3 TO 6 PERCENT SLOPES - The d enham serie
deep, well drained soils formed in glacial till on uplands. Perneabili
slow. This soil has high avail able water capacity and noderate organic
Fl oodi ng i s NONE.

RgC - Raber And d enham Loanms, 6 To 9 Percent Sl opes

RgC RABER AND GLENHAM LOAMS, 6 TO 9 PERCENT SLOPES - The Raber series consists of very
deep, well drained soils formed in glacial till on uplands. The soils have noderately slow
or slow perneability. This soil has high avail able water capacity and noderate organic
matter content. Flooding is NONE.

RgC RABER AND GLENHAM LOAMS, 6 TO 9 PERCENT SLOPES - The G enham series consists of very
deep, well drained soils formed in glacial till on uplands. Pernmeability is noderately
slow. This soil has high avail able water capacity and noderate organic matter content.

Fl oodi ng i s NONE.
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RhA - Raber -Hi ghnore Silt Loans, 0 To 3 Percent Sl opes

RhA RABER-HI GHMORE SILT LOAMS, 0 TO 3 PERCENT SLOPES - The Raber series consists of ver?/
deep, well drained soils formed in glacial till on uplands. The soils have noderately slow
or slow perneability. This soil has high avail able water capacity and noderate organic
matter content. Flooding is NONE

RhA RABER-HI GHMORE SILT LOAMS, 0 TO 3 PERCENT SLOPES - The Hi ghnore series consists of
very deeP, wel | drained soils formed in silty glacial drift on uplands. They have noderate
permeability. This soil has high avail able water capacity and npderate organic matter
content. Flooding is NONE

RhC - Raber -Hi ghnore Silt Loans, 5 To 9 Percent Sl opes

RhC RABER-HI GHMORE SILT LOAMS, 5 TO 9 PERCENT SLOPES - The Raber series consists of ver?/
deep, well drained soils formed in glacial till on uplands. The soils have noderately slow
or slow perneability. This soil has high avail able water capacity and noderate organic
matter content. Flooding is NONE

RhC RABER-HI GHMORE SILT LOAMS, 5 TO 9 PERCENT SLOPES - The Hi ghnore series consists of
very deeP, wel | drained soils formed in silty glacial drift on uplands. They have noderate
permeability. This soil has high avail able water capacity and noderate organic matter
content. Flooding is NONE.

RpB - Raber-Peno Loams, 3 To 6 Percent Sl opes

RpB RABER-PENO LOAMS, 3 TO 6 PERCENT SLOPES - The Raber series consists of very deep, well
drained soils forned in glacial till on uplands. The soils have noderately slow or slow
permeability. This soil has high avail able water capacity and noderate organic matter
content. Flooding is NONE.

RpB RABER-PENO LOAMS, 3 TO 6 PERCENT SLOPES - The Peno series consists of very deep, well
drained soils forned in glacial till on uplands. The soils have noderately sl ow
permeability. This soil has noderate avail able water capacity and noderate organic matter
content. Flooding is NONE.

RpC - Raber-Peno Loams, 6 To 9 Percent Sl opes

RpC RABER-PENO LOAMS, 6 TO 9 PERCENT SLOPES - The Raber series consists of very deep, well
drained soils forned in glacial till on uplands. The soils have noderately slow or slow
permeability. This soil has high avail able water capacity and nbderate organic matter
content. Flooding is NONE.

RpC RABER-PENO LOAMS, 6 TO 9 PERCENT SLOPES - The Peno series consists of very deep, well
drained soils forned in glacial till on uplands. The soils have noderately sl ow
permeability. This soil has noderate avail able water capacity and noderate organic matter
content. Flooding is NONE.

RrA - Ree Loam 0 To 2 Percent Sl opes

RrA REE LOAM 0 TO 2 PERCENT SLOPES - The Ree series consists of very deep, well drained
soils formed in | oa sedi nents on terraces and uplands. Perneability is nbderate. This
soi|l has high available water capacity and noderate organic matter content. Flooding is
NONE.

RrB - Ree Loam 2 To 5 Percent Sl opes

RrB REE LOAM 2 TO 5 PERCENT SLOPES - The Ree series consists of very deep, well drained
soils formed in | oa sedi nents on terraces and uplands. Perneability is nbderate. This
soil has high avail able water capacity and noderate organic matter content. Flooding is
NONE.

Rt - Ree And Durrstein Soils

Rt REE AND DURRSTEI N SO LS - The Ree series consists of ver?/ deep, well drained soils
formed in | oany sedinents on terraces and uplands. Perneability Is noderate. This soil has
hi gh avail abl e water capacity and noderate organic matter content. Flooding is NONE

Rt REE AND DURRSTEIN SO LS - The Durrstein series consists of very deep, poorly drained
soils formed in cl a%e?/ al luviumon flood plains and broad flats. These solls have very
slow or slow perneability. This soil has npderate avail able water capacity and noderate
organi ¢ matter content. Flooding is RARE.

Ru - Betts-Gettys Conpl ex, Stony

Ru BETTS-GETTYS COWPLEX, STONY - The Betts series consists of very deep, well drained
soils formed in glacial till. Perneability is noderate in the uPper part and noderately
slow in the underlying glacial till. This soil has high avail able water capacity and
noderate organic matter content. Flooding is NONE

Ru BETTS-GETTYS COWPLEX, STONY - The Gettys series consists of deep or very deep, well
drained soils formed in glacial till on uplands. The soils have noderately sl ow
permeability. This soil has noderate avail able water capacity and noderate organic matter
content. Flooding is NONE
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Sa - Egas-Slickspots Conpl ex

Sa EGAS-SLI CKSPOTS COWLEX - The Egas series consists of very deep, poorly or very poorly
drained slowy perneable soils forned in alluvium They are on flood plains and have

sl opes of less than 2 percent. This soil has noderate avail abl e water capacity and
noderate organic matter content. Flooding is OCCAS.

Sa EGAS-SLI CKSPOTS COWLEX - Slickspots, |oany consists of noderately well drained areas
with little or no vegetation. The areas are strongly saline and strongly alkaline. This
soil has noderate avail abl e water capacity and very | ow organic matter content. Flooding
i s NONE.

St - Rock Qutcrop-Dupree Conpl ex

St ROCK OUTCROP-DUPREE COWMPLEX - Rock outcrop consists of soft shale that can be ripped or
dug. This soil has noderate avail abl e water capacity and | ow organic matter content.

Fl oodi ng i s NONE.

St ROCK OUTCROP-DUPREE COWVPLEX — The Dupree series consists of shallow, well drained soils
fornmed in clayey residuum weat hered fromshale. Perneability is very slow This soil has
very |low avail able water capacity and noderate organic matter content. Flooding is NONE

SUE - Sully Silt Loam 12 To 25 Percent Sl opes

SuE SULLY SILT LOAM 12 TO 25 PERCENT SLOPES - The Sully series consists of very deep,
wel | drained soils formed in | oess on the uplands. Perneability is noderate. This soll has
hi gh avail abl e water capacity and | ow organic matter content. Flooding is NONE.

SwWD - Sully-Lowy Silt Loams, 3 To 12 Percent Sl opes

SwD SULLY-LOWRY SILT LOAMS, 3 TO 12 PERCENT SLOPES - The Sully series consists of very
deeP, wel | drained soils formed in | oess on the uplands. Perneability is noderate. This
soil has high available water capacity and | ow organic matter content. Flooding is NONE.
SwD SULLY-LOWRY SILT LOAMS, 3 TO 12 PERCENT SLOPES - The Lowry series consists of deep,
wel | drained soils formed in cal careous silty eolian sedinments on uplands. Perneability is
noderate. This soil has high avail abl e water capacity and noderate organic natter content.
Fl oodi ng i s NONE.

TakE - Talnmo Gravelly Loam 9 To 25 Percent Sl opes

TaE TALMO GRAVELLY LOAM 9 TO 25 PERCENT SLOPES - The Tal np series consists of very deeﬁ,
excessively drained soils fornmed in sand and gravel outwash sedinments on gl aci al outwas

pl ains and noraines. Perneability is rapid. This soil has |ow avail abl e water capacity and
noderate organic matter content. Flooding is NONE

w - Water Less Than 40 Acres

w WATER LESS THAN 40 ACRES - These are areas of water that are nornally |less than 40 acres
in size. This soil has avail able water capacity and organic matter content.
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